
SMART Digital S

DDA/DDC
DDA ≤ 30 l/h (8 gph)
DDC ≤ 15 l/h (4 gph)

 

GRUNDFOS INSTRUCTIONS

Installation and  
operating instructions DDC

Installation and  
operating instructions DDA

http://net.grundfos.com/qr/i/95726994

DDC

http://net.grundfos.com/qr/i/95724708

DDA

http://net.grundfos.com/qr/i/95726994

DDC

http://net.grundfos.com/qr/i/95724708

DDA

net.grundfos.com/qr/i/95726994net.grundfos.com/qr/i/95724708
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Min./Max.
-10 °C / +45 °C
14 °F / 113 °F

≤ 60 dB(A)

Min./Max. 
0 °C / +45 °C
32 °F / 113 °F

IP 65
(Nema 4x)
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100 - 240 V, 
50 / 60 Hz
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p2 – p1 ≥ 1 bar (15 psi)

p2

p1



8 9

Max.
1.5 m/59”

Min.  
100 mm/4”

Min.  
100 mm/4”

! Max.  
4 kg/8.8 lb

100 - 240 V, 
50 / 60 Hz
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1 2 3 4

!
STOP

TORX PLUS (15 IP)
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5 6a 7a

„Click“
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6b 7b

Ø 5 mm (0.2“)

„Click“

4 x
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100 - 240 V, 
50 / 60 Hz
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42* 31
GND

1 2 3
GND

1 2

34 21

1 2 3 4 5
GNDBUS BUS

* ≠ DDC-A ≠ DDC-A

≠ DDC
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Operation Operation

7.50 l/h
Manual

Settings
Language
Operation mode
Analog output
Slow Mode
Auto deaeration

English >
Manual >

Input >
Off >

Settings
Language
Operation mode
Analog output
Slow Mode
Auto deaeration

English >
Manual >

Input >
Off >

Language
English
Deutsch
Francais
Espanol
Italiano

Language
English
Deutsch
Francais
Espanol
Italiano

Confirm 
settings ?

X

Language

7.50 l/h
Manual
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14 1715

16

~ 10 sec.
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Strokes:

Calibration
160 Start

Calibvolumne: 108.0 ml

Stop

Settings
Calibration

Calibvolumne: 0.0 ml

Strokes: 0
Calibration

Start
Stop

V2 e.g. 190 ml

V1 e.g. 300 ml
Calibration

Confirm setup ?

X

Strokes: 160

Calibvolumne:

Calibration

110 ml
Strokes: 160

Calibvolumne:

Calibration

108 ml

18

V1 - V2
e.g. 300 - 190 ml =   110 ml
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Ok Ok Warning Alarm

?
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= 0 bar (0 psi)
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9.

4 Nm (2.95 lb/ft)

!
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5 6 9

   
Operation

7.50 l/h
Manual
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Operation

7.50 l/h
Manual
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14 1715

16

5 sec.

10 sec.

26 27

Strokes:

Calibration
160 Start

Calibvolumne: 108.0 ml

Stop

Settings
Calibration

Calibvolumne: 0.0 ml

Strokes: 0
Calibration

Start
Stop

V2 e.g. 190 ml

V1 e.g. 300 ml
Calibration

Confirm setup ?

X

Strokes: 160

Calibvolumne:

Calibration

110 ml
Strokes: 160

Calibvolumne:

Calibration

108 ml

18

V1 - V2
e.g. 300 - 190 ml =   110 ml



GRUNDFOS Holding A/S
Poul Due Jensens Vej 7
DK-8850 Bjerringbro
Tel: +45 87 50 14 00
www.grundfos.com
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ECM: 1210890

95725552 0617


